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ADVANDED OPTICAL DIAGNOSTICS FOR HF LASER DEVELOPMENT 

W.T. Rawlins*, D.B. Oakes*, P.A. Mulhall+ and S.J. Davis1 

Physical Sciences Inc. 
Andover,MA 01810 

R.F. Wright§, D.L. Carroll1, and L.H. Sentman1 

Aeronautical and Astronautical Engineering Department 
University of Illinois 
Urbana,IL 61801 

Abstract 

We present results from a study that used a non- 
intrusive diagnostic for mixing, species concentration, 
optical gain, and spatial beam profile for HF chemical 
lasers. The instrument is based on hyperspectral 
imaging using a low order Fabry-Perot interferometer. 
The basic theory behind this technology is described 
and several applications to a chemically reacting flow- 
field are presented.   We also discuss application of this 
device to a subsonic, HF chemical laser. 

Introduction 

It is well known that certain gas phase chemical 
reactions form product states that have inverted popu- 
lation distributions. For example, the F + H2 reaction 
produces H + HF(v,J) where partial inversions exist 
between many rovibrational levels. Mixing of the 
reacting gas streams in a chemical laser is a key 
parameter for producing efficient devices.'"3 This was 
recognized soon after the first laser demonstrations, but 
effective diagnostics did not exist that could survive 
corrosive environments or did not perturb the flows. 
Measurements of mixing, vibrational and rotational 
temperatures, small signal gain, and spectral output 
were difficult and often inaccurate. Even though the HF 
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chemical laser concept is more than 30 years old, there 
are still important scaling parameters for which there 
are no effective diagnostics. In 1978 Rapagnani and 
Davis demonstrated that laser induced fluorescence 
could be used as a diagnostic for mixing in chemical 
laser nozzles, and they later developed methods for 
studying both hot flow and cold flow mixing.4,5 In this 
paper we discuss a new diagnostic for reactive mixing 
in chemical lasers. Using a device we call the Adaptive 
Infrared Imaging Spectroradiometer (AIRIS) we have 
developed methods for examining mixing of F and H2 

flows and for determining spatially resolved maps of 
population inversions between selected HF rovibrational 
levels. In addition, we provide examples of spatially 
and spectrally resolved output beam profiles recorded 
using this hyperspectral imaging device. 

Background 

The AIRIS technology was developed at Physical 
Sciences Inc. (PSI) to address the need for a moderate 
resolution, rapidly tuned imaging spectrometer for a 
variety of applications. Our technology is based on 
Fabry-Perot (F-P) interferometry. Fabry-Perot devices 
rely upon multiple beam interference between two 
highly reflecting mirrors to produce an interference 
pattern that contains spectral information about the light 
source being probed. If the light source is collimated 
with a lens, then the resulting interference pattern is 
usually a series of concentric rings, each representing a 
different order of the interference. This is illustrated in 
Figure 1. 

Light 
Source   Lens  F"p  Lens 

Interference 
Pattern 

Figure 1. Typical arrangement for F-P interferometers. 
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Jacquinot6 described an important application of 
the F-P with the introduction of the center spot tech- 
nique. He showed that if one placed a pinhole in front 
of a detector that restricted the detector to view only a 
small portion of the center spot of the interference 
pattern, then one could use the F-P as a spectrometer by 
recording the transmitted light as a function of the dis- 
tance between the F-P mirrors. Davis and co-workers7 

used this approach to obtain the first measurements of 
the collisional broadening coefficient for oxygen on the 
atomic iodine laser line, crucial data for COIL. This 
type of spectrometer offers several advantages includ- 
ing: high throughput, high spectral resolution, and 
compact size. 

Basic Concepts 

The AIRIS instrument comprises an IR focal plane 
array (FPA) coupled to a Fabry-Perot interferometer 
through imaging optics. In this configuration the inter- 
ferometer operates as a tunable interference filter, 
selecting the wavelength viewed by the FPA. In this 
section we describe the theoretical basis for the 
development of the interferometer as well as the con- 
sequences and advantages of low-order operation. 

In a Fabry-Perot interferometer light is selectively 
transmitted by constructive interference through the 
faces of two partially-reflecting parallel mirrors. Light 
is transmitted for wavelengths which satisfy the 
expression: 

where 

m 

X, 

2i 
Xt = — cos 8 

m 

= mirror spacing 
= order of interference 
= incidence angle 
= transmitted wavelength. 

(1) 

A range of mirror spacings, incidence angles, and orders 
will all lead to the transmission of a single wavelength. 
The free spectral range, AA.FSR, determines the range of 
wavelengths transmitted between successive orders of 
interference: 

A-m"v (2) 

where mmax is the order in which \mx is transmitted for 
paraxial rays. 

The finesse, F, determines the spectral resolution of 
the interferometer, which is always a fraction of the free 
spectral range: 

AXU2 
A^FSR (3) 

The elements which define the finesse of the inter- 
ferometer arise from the reflectivities of the mirrors as 
well as "defects" in their configuration, such as mirror 
flatness and parallelism. The total finesse of the inter- 
ferometer is obtained from the inverse root mean square 
sum of each finesse component. For practical operation 
in the infrared, the defect finesse is the limiting factor in 
determining total finesse. The total finesse can seldom 
be greater than approximately 30 to 50 due to these 
limitations. 

The interferometer field of view (focal length and 
detector element size) determines the range of angles 
incident and detected by the system. Equation (1) 
shows that a range of incidence angles and interference 
orders will allow transmission of a common wavelength 
through the interferometer for a single mirror spacing. 
The aperture finesse defines the degradation in spectral 
resolution within a single order due to this effect: 

FA = 
m(A6)2 (4) 

AX FSR 
nW+1 

As a consequence of Eq. (4), the field of view over 
which an acceptable finesse can be obtained increases 
as the interferometer is operated in lower orders. When 
using IR focal plane arrays, system instantaneous fields- 
of-view ranging from 6 to 15 deg are generally con- 
sistent with an overall finesse of 35. 

The short wavelength AIRIS used in this work 
contains two, custom mirrors with high reflectivity in 
the 2.0 to 3 micron spectral region. The 38 mm 
diameter mirrors were fitted with specialized gold pads 
that form four capacitors that are used to measure and 
monitor the separation and alignment of the two mirrors 
in the Fabry-Perot configuration. A photo of the short 
wavelength AIRIS head is shown in Figure 2. 
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Figure 2. Photo of AIRIS device used to probe 
HF(v,J) emission. 

Experiments 

Calibrations 

Initial testing of the AIRIS system was conducted 
using a Fourier Transform Infrared (FTIR) spec- 
trometer. The AIRIS head was positioned inside the 
FTIR, and the FTIR provides a tunable, narrow spectral 
band of light that can be used as an essentially mono- 
chromatic source for AIRIS calibrations. This quasi- 
monochromatic beam (0.5 to 2 cm"1) passed through the 
AIRIS and the transmitted intensity was monitored as a 
function of the wavelength of the source and the mirror 
separation in AIRIS. Recall that in a Fabry-Perot 
interferometer the wavelength of the transmitted light is 
a function of the mirror separation. We performed 
initial calibration of the AIRIS by systematically setting 
the mirror separation while recording the transmitted 
intensity as the wavelength of the light passed by the 
FTIR was scanned. As the wavelength of the light inci- 
dent on the AIRIS passed through cavity resonances, 
transmission peaks of the consecutive orders were 
observed. A typical spectrum is shown in Figure 3. 

Chemical HF (v.J) Production 

We used a high power Microwave Driven Jet 
(MIDJet™) device to produce the F atoms. MIDJet™ is 
an electrodeless discharge so that corrosion is not an 
issue. It has been applied to numerous feedstock gases 
including SF6, 02, He, Cl2, NF3, and air. The source gas 
and diluent are fed into the discharge region of 
MIDJet™ through a series of sonic injection nozzles. 

: m = 
d = i; .67 + -11.16 (im 

bU; 20" 

0 
bU; 

1f 
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4 ' 3 
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Wavelength (pm) 

Figure 3. AIRIS transmission as a function of the 
wavelength of incident light for a mirror separation 
of 17.67 ±0.16 um. The interference order is also 
indicated. Spectral resolution is 2 cm". 

The design of these injectors stabilizes the discharge 
along the axis of the MIDJet™ chamber and enables the 
device to operate over a large range of pressures and 
flow rates. Both sonic and subsonic exit nozzles can be 
used to cover a wide range of exit conditions. The 
supersonic exit nozzle isolates the conditions inside the 
MIDJet™ chamber for flow conditions downstream of 
the nozzle. 

The injector was mounted in the MIDJet™ source 
as indicated in Figure 4. The HF mixing nozzle for 
production of HF(v,J) from the F + H2 reaction was a 
6 mm diameter stainless tube with four holes (0.5 mm 
diameter) spaced 1.5 cm apart. Hydrogen and He 
dilutent were injected through this arrangement. The 
four holes produced supersonic flows of H2 from the 
exit plane to approximately 2 mm downstream of the 
holes. Fluorine atoms were produced with a 5 kW 
MIDJet™ discharge device using SF6 as the feedstock 
gas. Details of the water-cooled injector tube are shown 
in Figure 5. 

He/F„ 

MIDJet 

HF (v,J) 

H2/He ^Chamber 

Vacuum 

Figure 4. Block diagram showing injector mounted in 
MIDJet™ device. 
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H2/He 
Mixture 

Water 
Cooling 

F-atom Flow 

rj\   till);;;. 1/8" 

0.02" Injector- 
(4 places^ 

J -J_U-1.5cm f T water 
Cooling 

Figure 5. H2 injector used in the MIDJet™, HF 
production chamber. 

Tests of AIRIS on HF Flow Chamber 

The AIRIS device was positioned in front of a 
Cincinnati Electronics InSb IR camera equipped with a 
4.1 |am short-pass cold filter. We also used a bandpass 
filter to isolate the emission in the 2.6 to 2.9 ^im spectral 
region. The filter was placed directly in front of the 
camera. A camera zoom lens was used to focus the 
region of the HF injector, with the camera approxi- 
mately 60 cm from the HF injector. In order to assure 
that the HF production chemistry made HF(v,J) we 
initially viewed the reaction zone with the FTIR spec- 
trometer. The spectral region recorded between 2.65 
and 2.9 ^m is shown in Figure 6. Each feature can be 
assigned to an HF emission line and no other spectral 
features were observed. Even though the spectra are 
unconnected for spectral response, it appears that the 
vibrational distribution is inverted with v=2 having 
more population than v=l. Our source of HF appears to 
be an excellent surrogate for an actual HF laser reaction 
zone. 
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Figure 6. FTIR spectrum of HF(v,J) emission recorded 
in our HF production chamber. Spectral resolution 
is 0.5 cm"1. 

Figure 7 shows an image of the HF flowfield 
obtained with the AIRIS. The image is emission from 
the P2(4) line near 2.76 ^m. The mixing of the F and H2 

downstream of the injection points is clearly evident. 
When the AIRIS is tuned off the P2(4) line (near the 

Figure 7. AIRIS image of P2(4) emission from 
chemically produced HF. 

Pi(7) line), the emission disappears, demonstrating the 
ability of AIRIS to spectrally isolate the HF emission 
lines. We have collected emission from numerous lines. 
Each image was also complemented by recording a full 
field image of a flat blackbody radiator at each wave- 
length. This allowed us to subsequently put each image 
on an absolute intensity basis. We also recorded a 
background image with the H2 flow off. The raw 
images were corrected using the following procedure. 
First a background image was subtracted from each 
"raw" image. To correct each pixel for spectral 
response, each image was divided by the blackbody 
function at the appropriate wavelength of the image. 

To further demonstrate that AIRIS can be used to 
study mixing phenomena in an HF laser, we performed 
an additional analysis on the flow field images. In 
Figure 8 we show a section of the mixing region just 
downstream of the hydrogen injectors. Four planes: A, 
B, C, and D are shown. In Figure 9 we show contours 
of these four planes and the progression of the mixing is 
evident as the flow progresses from A to D. 

Figure 8. HF emission from P2(5) line. Analysis slices 
are indicated. Flow direction is down. 
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H-H2 Injector 

Figure 9. Intensity profiles from image shown in 
Figure 8. Flow direction is up. 

Figure 11. Image of population inversion in PSI 
flowfield. 

We also developed a strategy to image the popu- 
lation inversion in the flowfield. When placed on an 
absolute scale, one can subtract images of the same 
scene recorded on sequential emission transitions to 
obtain these population inversion images. The method 
is outlined in Figure 10. We used this approach to pro- 
duce images of the inversion density of the flow field. 
Figure 11 shows an image of the spatially resolved 
population inversion between the HF(v,J) = (2,4) and 
(1,5) levels. This key demonstration shows that AIRIS 
can be used to interrogate the small signal gain, a key 
parameter in HF lasers. 

V = 2 

V = 1 

'' 

' 

Pl(5) 

•4 
3 
2 
1 

>J = 0 

P2(4) 

4 
3 
2 
1 
J = 0 

v = o- 

Figure 10.  Strategy for obtaining images of population 
inversion fields. 

We also completed a field test of the AIRIS device 
at the University of Illinois, Urbana Champaign (UIUC) 
supersonic HF laser. A diagram of the optical measure- 
ment setup is shown in Figure 12. The UIUC super- 
sonic laser (SSL) operates via supersonic injection of H2 

into a supersonic flow of effluent from an electric dis- 
charge of SF6/02/He mixtures. The H2 is injected 
through a bank of nozzles to produce a mixing region 
some 30 cm long, in which atomic F from the discharge 
reacts with H2 to form rovibrationally excited HF(v,J). 
This reaction results in intense chemiluminescent 
emission from the excited states of HF(v = 1 to 3, J = 1 
to 15) in the 2.3 to 3.2 um spectral region. Upon 
application of a mirror and a partially reflecting output 
coupler, the reaction zone immediately downstream of 
the nozzle bank forms a laser cavity, with gain on 
several P-branch transitions from the v' = 1 and 2 
vibrational levels. The AIRIS tests employed two 
different out-couplers, one 50% reflective and one 73% 
reflective, in order to compare the observed spectral 
content, beam shapes, and temporal stability. For both 
out-couplers, the observed beam dimensions were 
-0.5 cm vertical and ~1.0 cm horizontal. The observed 
power levels were 30 W for the 50% out-coupler and 
50 W for the 73% out-coupler. 

As shown in the diagram, the laser output beam 
was passed through a curved (R = 2 m), 93% reflective 
mirror, which served as a beamsplitter to reduce the 
projected laser intensity. This mirror also expanded the 
transmitted beam, which was reflected by a plane gold 
mirror onto a screen some 4 m away. The resulting 
magnification of the projected beam was a factor of ~5 
at the screen. The total power on the screen was ~2 W 
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Figure 12. Optical setup for AIMS spectral imaging measurements of projected SSL laser beam at UIUC. 

for the 50% out-coupler and -3.5 W for the 73% out- 
coupler. 

The AIRIS detection system was mounted on a 
tripod and viewed the projected beam at an angle of 
26 deg, from a distance of-1.3 m. The observed 
radiation passed through the AIRIS filter, through a 
2.65 to 2.90 urn order-sorting bandpass filter, through a 
50 mm lens, and into the Cincinnati Electronics infrared 
camera. The InSb focal plane array measures 120 
(vertical) by 160 (horizontal) pixels; each pixel is 
50 um square. The camera is cooled by liquid nitrogen 
and contains a 4.1 urn short-pass cold filter to reduce 
noise from room-temperature thermal radiation. The 
measured magnification factor of the lens is 1:24.5, 
resulting in a single-pixel spatial resolution of 0.12 cm 
and a field of regard 14.7 cm vertical x 19.6 cm 
horizontal. 

Spectral images were recorded by both computer- 
ized frame acquisition and video recording for a variety 
of wavelengths and laser operating conditions. Images 
were recorded for both out-couplers. The AIRIS 
spectral scans confirmed that the observed lasing transi- 
tions were P,(6-9) and P2(6-8) for the 50% out-coupler, 
and P,(7-9) and P2(6-9) for the 73% out-coupler. 
Example spectral images comparing the projected beam 
for the two out-couplers are shown in Figures 13 and 
14. The figures show false color encoded images of the 
beam profiles for the cascade pair P,(8) and P2(7), for 
the 50% (Figure 13) and 73% (Figure 14) out-couplers. 

Figure 13. ARIS spectral images of projected SSL 
intensities of (a) P,(8) and (b) P2(7) laser lines for 
the 50% out-coupler at 30 W output power. 
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Figure 14. AIRIS spectral images of projected SSL 
intensities of (a) Pi(8) and (b) P2(7) laser lines for 
the 73% out-coupler at 50 W total power. 

The images are corrected for background radiation and 
for spectral responsivity, resulting in a gray scale 
proportional to the absolute radiance in W/(cm2 sr urn). 
Additional spectral scans were performed to character- 
ize the instrument's spectral resolution and out-of-band 
rejection. The observed temporal behavior of the 
projected beam for the 73% out-coupler was recorded at 
several wavelengths by video tape. The observed 
temporal fluctuations included a fast, single-pixel-sized 
scintillation which may have been caused by small 
density fluctuations along the beam path, laser speckle, 
or occasional flickering in the overall beam. 

Summary 

We have described a novel diagnostic capable of 
probing chemically reacting flows for species concen- 
tration maps, mixing, and even population inversion 
maps. Using a subsonic flow reactor, we have obtained 
spatially and spectrally resolved maps of emission from 
excited HF molecules and 2-D images of the population 
inversion between two adjacent excited states in 
chemically produced HF. In addition we presented data 
showing the capability of the AIRIS device to determine 
the spectral and spatial profiles of HF laser beams. This 
diagnostic device will be useful for a investigating a 
variety of parameters in the development of new, mid- 
IR chemical lasers. 
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